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Polymer bearing with incorporated radial shaft 
seal

Seals against the rotating shaft

Reduced space requirement and easy, fast 
installation

Can be manufactured with different types of seal

High-temperature version VDSM available

iglidur® Polymer Bearing with Lip Seal
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More information  www.igus.co.uk/en/jdsm

iglidur® Polymer Bearing with Lip Seal

Easy and quick to fit polymer plain bearing made from iglidur® J (JDSM) or iglidur® V400 (VDSM) with 
an integrated rotary lip seal, which protects against dust, dirt, and all unpressurized liquids.

Polymer bearing with
incorporated radial shaft seal

Seals against  
the rotating shaft

Reduced space 
requirement and easy, 

fast installation

Can be manufactured  
with different types of seal

High-temperature version  
VDSM available

Temperature Product range

1 type 
Ø 15 mm
other dimensions 
on request

When to use it?
  When the penetration of dirt and water spray 
should be prevented

  When only a small installation space is 
available in the axial direction 

  When an existing seal should be integrated
in a plain bearing 

When not to use it?
  When pressurized media should be sealed
 When a permanent tensioned seal is required

We welcome your request for a 

Polymer Bearing with integrated Seal 

customized for your application. 

Please call us.

Phone +44 (0) 16 04-67 72 40
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JDSM-1015-14

iglidur® Polymer Bearing with Lip Seal | Product Range

part number
JDSM-1015-14

order
example

price list online
www.igus.co.uk/en/jdsm

prices delivery 
time

available 
from stock

igus® (UK) Ltd. Northampton NN4 7PW | Phone +44 (0) 1604-677240  Fax -242 | www.igus.co.uk

Order key

Polymer bearing with lip seal

Height b1

Outer diameter d2

Inner diameter d1

Metric

Polymer Bearing with 

lip seal, Form S

Seal

Material iglidur® J

Material:

iglidur® J  page 89

iglidur® V400  page 279

Dimensions [mm]

Part number d1 d2 b1 b3 f
E11 Ø h13

JDSM-1015-14 10 15 14 10 1

VDSM-1015-14 10 15 14 10 1
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Lifetime calculation, CAD files and much more support  www.igus.co.uk/en/jdsm

My Sketches


